
























701 pH and Temperature Module
Accurate pH and temperature monitoring in a single module. 
Activate your 6712 Sampler at user-selected pH or temperature 
ranges and save by collecting and analyzing only samples 
outside normal parameters.

730 Bubbler Flow Module
Unaffected by changing stream conditions, 
the 730 delivers accurate level measurement 
despite temperature fluctuations and 
exposure to harsh chemicals.

750 Area Velocity Flow Module
Get accurate measurement where weirs 
and flumes aren’t practical—or where 
submerged, full-pipe, surcharged, and 
reverse flow conditions may occur. No need 
to estimate channel slope or roughness. 
Sensor uses patented* Doppler technology 
to directly measure average flow velocity.

780 Analog Input Module
Add intelligent interpretation of any  
4–20 mA signal. Characterize analog 
signals as flow rate or percentage of full 
scale. Pace or trigger your 6712 Sampler, 
and store data for retrieval and analysis.

Choose standard or low-profile 

 *Patent # 5,371,686

Plug-in Modules
700 Series Modules let you add flow measurement, 
pH, or intelligent analog input to your 6712 Sampler.

6712 Sampler logs the data for later retrieval or 
view parameter data on the display. Data includes 
summaries, flow rate, level, pH, and temperature, 
along with sampling status. Parameters can be used 
to trigger sampling programs or sample pacing.

720 Submerged Probe Flow Module
A differential pressure transducer provides accurate measurement 
where wind, steam, foam, turbulence, or air temperature fluctuations  
exist—even if the probe gets covered with silt or sand. 

700 SERIES
Plug-in Modules
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Data Retrieval and Reporting
The 6712’s large memory allows you to capture a large amount of sampling and parameter data that can be retrieved 
by various methods. You can retrieve your program settings for spot checking and chain-of-custody documentation.

Telephone Modem
This modem lets you initiate sampling routines or change 
programs, have the sampler call you for  user-programmable 
alarm conditions, and retrieve data (using Flowlink software).

6712Ci Cellular Modem Capability
Teledyne ISCO offers cellular communication for 6712 and 
Avalanche Samplers located in remote or difficult-to-access 
areas. This 6712Ci cellular modem allow samplers to transmit 
text message alarms to a text-enabled phone or pager, and 
to communicate with an internet-enabled PC for remote data 
retrieval and control.

Specific contact times can be programmed allowing  energy 
saving features to power down the system during the “off”  
times, without affecting alarm notification ability.

581 Rapid Transfer Device
A durable alternative to exposing vulnerable laptops in the field 
is our pocket-sized RTD. Simply plug it into the port on a 6712 
Sampler—or other instruments—and level, rainfall, water quality, 
and sampling data are quickly transferred to the device.

Its flexible memory has storage for over 900,000 bytes of data—
typically enough to retrieve data from 2 samplers.

2105 Interface Module
The 2105 Interface Module records data from Rain Gauges, and 
other SDI-12 devices, Flow Meters, and devices with Modbus and 
analog outputs. The 2105 can also take ASCII inputs from 6712 
automatic samplers.

The 2105 monitors recorded data and takes intelligent actions, 
such as sampler enabling and pacing, as well as alarm generation 
based on user-specified conditions. Recorded data can be output 
via Modbus and/or 4–20 mA.

The 2105 offers remote communication for CDMA, and 
GSM cell phones (other communication devices require an 
additional module.) It provides a powerful, yet easy, solution 
for environmental studies that require interfacing of multiple 
instruments and common communication platforms.

DATA MANAGEMENT
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Flowlink® Data  
Management Software 
The industry’s premier data handling software provides a wide 
variety of advanced capabilities that add convenience and 
value to the 6712 and Avalanche Samplers—as well as your 
entire water monitoring program.

• Make better use of work crews

• Develop more informed budgets

• Verify sewer rehab activities

Flowlink lets you generate informative graphs and tables  that 
can be displayed with a single mouse-click. Any graph can 
quickly be converted to a table—or vice-versa.

Embed Flowlink graphs and tables into Microsoft Word®, 
Excel®, and PowerPoint®. Import and incorporate data from 
other sources, and export to an ASCII spreadsheet file for 
analysis with programs such as Microsoft Excel.

Flowlink Cipher
Flowlink Cipher represents the latest advancement in Teledyne ISCO’s 
Flowlink series​ of data management solutions. Now an advanced 
cloud-based solution, Flowlink Cipher allows site managers to view 
and manage all data at multiple sites through an easy-to-use and 
powerful browser-based user interface. Centralized, secure, cloud-
based access to device status, site status, and flow data occurs 
through desktops, laptops and tablet mobiles devices with no need 
for client software or mobile apps. With AWS hosting security, 
there is no better protection from service interruptions or data loss. 
Advanced user administration provides five levels of access with  
user profiles including View Only, Editor, Analyst, Site Manager,  
and Administrator.

DATA MANAGEMENT
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Plastic containers with Cap
• 1 liter wedge-shaped, 1liter round

• 500  mL wedge-shaped

• 2 liter wedge-shaped

• 1 gallon/3.8- liter round

• 2 gallon/7.5- liter rectangular

• 2.5 gallon/9.5- liter round

• 4 gallon/15- liter round

• 5.5 gallon/20- liter round

Glass containers with Cap
• 350 mL round

• 950 mL round

• 1.8 liter round

• 2.5 gallon/9.5- liter round

• 5 gallon/19- liter round

ProPak® Single-use 
Disposable Sample Bags
These convenient bags bring a 
new dimension of  productivity 
to water and wastewater 
sampling. The patented* 
ProPak Sample Bag reduces 
sampling costs by eliminating the 
expense of washing and storing 
conventional bottles, while at the 
same time eliminating worries 
about contamination from 
previous samples.

The 1000 mL ProPak bags 
install quickly inside lightweight, 
reusable holders. Our 2 gallon  
(7.5 L) ProPak bags, for composite  
sampling, fit inside a durable 2.5 
gallon (9.5 L) vented bottle. An 
O-ring holds the bag in place 
until the screw-on cap is installed. 

*Patent #5,996,427

SAMPLE CONTAINERS
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Lead-acid Batteries
Our economical lead-acid batteries are maintenance-free, 
and designed to hold a charge for extended periods. 

Nickel/Cadmium Batteries
Your best choice for continuous use applications. Unlike lead-
acid batteries, nickel cadmium batteries withstand the abuse 
of over-charging and can be left totally discharged without 
being damaged.  

High-capacity Power Packs
Convert nominal 120 or 240 Vac to 12 Vdc. A built-in battery 
charger quickly and efficiently charges the battery while 
powering your equipment. 
 
Battery-backed Power Packs
Whenever AC power is interrupted, these power packs 
supply power from a built-in nickel cadmium battery.

Solar Chargers
Ideal for use in remote applications. Teledyne ISCO offers 
several sizes, and can provide mounting and connecting 
hardware for most any installation.

Model 948  
45-Amp/hour 
battery (includes 
carrying case and 
connect cable)

Model 946 
sealed battery 
(6.5 Amp/hour)

Model 913 
(shown) 120 Vac, 
50/60 Hz input. 
Model 923 is 
identical, except 
240Vac

Model 934  
(4.0 Amp/hour)

Model 924  
Battery-backed 
Power Pack (shown). 
240 Vac, 50/60 
Hz input. Model 914 
is identical, except 
120 Vac

POWER PRODUCTSSAMPLE CONTAINERS
Batteries and Solar Charges

teledyneisco.com    16



Flow-through Sample Chamber
This patented device allows you to do your sampling right in 
your lab. By installing transfer lines from monitoring points 
within your plant, you can collect all your samples in a central, 
sheltered location.

• Use with any sampler and bottle configuration

• High flow rate—up to 150 GPM

• Attachable parameter probe ports
Strainers
Three styles of strainers are available.

Polypropylene—for general purpose sampling, 3/8- inch ID only.

Non-metallic—for sampling in corrosive flows, 3/8- inch ID only.

Stainless Steel—for low-flow applications, 1/4- and 3/8- inch 

ID tubing.

674 Rain Gauge
When connected to a Teledyne ISCO 6712 or Avalanche Sampler, 
rainfall information can be logged into memory for later retrieval 
and/or used to trigger sampling. A must-have for storm water 
monitoring and CSO or I&I studies.

Suction Lines
Three types of suction line materials are available.

• Clear vinyl, 3/8- and 1/4- inch

• Black vinyl, 3/8- inch only

• PTFE-lined polyethylene, 3/8- inch only

ACCESSORIES
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1640 Liquid Level Actuator
This device initiates a sampling routine when liquid reaches a 
predetermined height. Two modes, toggle and latched, allow 
the sampler to disable when the liquid level drops or continue 
the routine despite the liquid level. 

Street Level Installation Tool
Eliminate the risks associated with manhole entry. Ideal for 
quick, safe, and economical installation of the sensors used 
with our 700 modules.

The set includes mounting 
rings and a multi-section 
pole, allowing sensor 
installation in 6-, 8-, 
10-, 12-, and 15 inch 
diameter pipe into 
manholes up to 15 feet 
deep. Spring tension 
holds the mounting ring 
(with sensor attached) 
to the pipe wall. For 
removal, simply pull the 
strap and the mounting  
ring collapses.

Suspension Harness
Stainless steel cables attach to the sampler and has a connection 
ring on top for suspension in manholes. 

ProHanger™

Use this sturdy tool to safely suspend a sampler or other 
instruments inside a manhole. It fits openings from 17- to 24-inch  
in diameter.

Adjustment is simple and quick. Construction is 100% stainless 
steel for maximum resistance to harsh environments. 

Locking Harness
Secure your sampler to discourage vandalism or theft. Available 
for portable samplers. Set includes locking cables and padlock.

Picture above shows Suspension Harness and ProHanger.

ACCESSORIES
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